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This web-based information platform enables users of DRAGO measurement technology to 
work faster and more efficiently thanks to easier access to all device data. 
 
 

Simply by scanning the barcodes of the devices 
design engineers, developers and purchasers 
receive all relevant information displayed on 
their screens. The entire data are available 
immediately at any time and in situ for 
installation and maintenance, planning or 
reordering. 
 
The principle by which it functions is simple and 
reliable. All DRAGO products and the relevant 
catalogue information are bar-coded. With a 
barcode scanner the user can call up specific 
device data on screen. 
 
This does away with laborious leafing through 
catalogues, protracted searches for all the 
relevant information and the adoption of 
incorrect or outdated data; maintenance and 
installation work, planning and purchasing 
processes are accelerated. 

 

Brief instructions 
 

 
 
1. Open the normal web browser on your PC or Mac 

2. Place the cursor into the address line of the browser 

3. Scan the Webinfo 4 Easy barcode 
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ProductsProductsProductsProducts::::    
    
 Series  

Loop-Powered Isolator Tiny Snap DH 18 

Loop-Powered Isolator High Functionality DH 1000 

Loop-Powered Isolator 6 mm D6H 11000 

Transmitter Repeater Tiny Snap DC 58 

Repeater Power Supply 6 mm D6C 52100 

Repeater Power Supply HART 6 mm D6C 52500 

Isolation Amplifier Tiny Snap DN 28 

Isolation Amplifier High Functionality DN 2000 

Isolation Amplifier, Zero/Span Compensation High Functionality DN 2300 

Isolation Amplifier, Standard High Functionality DN 2400 

Isolation Amplifier, Zero/Span Compensation 6 mm D6N 25000 

Isolation Signal Splitter High Functionality DN 22000 

Isolation Signal Splitter 6 mm D6N 21000 

Universal Isolation Amplifier Tiny Snap DB 68 

Universal Isolation Amplifier, uni-/bipolar High Functionality DB 6200 

Universal Isolation Amplifier, uni-/bipolar 6 mm D6B 64000 

Customer-Specific Isolation Amplifier  DK 8000 

mV-Isolation Amplifier, uni-/bipolar High Functionality DS 7200 

mV-Isolation Amplifier, Standard High Functionality DS 7400 

mV-Isolation Amplifier, uni-/bipolar 6 mm D6S 75000 

Alarm Unit, Standard Signals  DG 3200 

Current Measuring Contactor  DG 3300 

Voltage Measuring Contactor  DG 3400 

Pt100 / Pt1000 Temperature Transmitter Tiny Snap DR 48 / DR 49 

Temperature Transmitter, configurable High Functionality DR 4700 

 



  



 

 

 

Loop-Powered Isolator 
DH 18 

Separation Of 0(4) ... 20 mA Standard Signals 
 
 

 
 
 
 

  
 
 
 
 
 
 

With its introduction into the With its introduction into the With its introduction into the With its introduction into the TinyTinyTinyTiny    SnapSnapSnapSnap Series of the  Series of the  Series of the  Series of the     

LoopLoopLoopLoop----Powered Isolator DHPowered Isolator DHPowered Isolator DHPowered Isolator DH    18, DRAGO has further 18, DRAGO has further 18, DRAGO has further 18, DRAGO has further 
expanded its product offerings in the area of compact and expanded its product offerings in the area of compact and expanded its product offerings in the area of compact and expanded its product offerings in the area of compact and 
economical inteeconomical inteeconomical inteeconomical interface tecrface tecrface tecrface techhhhnology components.nology components.nology components.nology components.    
 

The loop-powered isolator DH 18 is used for the electrical 
isolation and processing of 0(4) … 20 mA standard current 
signals. Its high level of reliability, extremely compact form, 
and cost optimized design make the DH 18 the first choice 
in its class! 
 
Numerous sensible details: For example, because of its 
extremely small installation depth of only 60 mm, the  

DH 18 can also be installed in economical standard 
terminal boxes such as those frequently used for 
decentralized measuring points. The slim housing with  
11.2 mm wide for one or two channels saves significant 
space on the DIN-rail. 
 
Analog signal processing utilizing the new APT technology 
guarantees precise measured values with short response 
times and outstanding signal reproduction at the output  
 – and all this with unparallel sturdiness and long-term 
stability of the insulation paths under tough industrial conditions. 
  
To protect both maintenance personnel as well as 
downstream equipment against impermissibly high 

voltages, the DH 18 offers Protective Separation in 

according to EN 61140. The DH 18 requires no additional 
power supply since the auxiliary power is obtained from the 
input signal without distorting it. This not only saves costs during 
installation, but also increases reliability. 

 • 1111---- and 2 and 2 and 2 and 2----channel versionschannel versionschannel versionschannel versions 
Economical separation for standard applications    

    

• Only 60 mm installation depth,  11.2 mm wideOnly 60 mm installation depth,  11.2 mm wideOnly 60 mm installation depth,  11.2 mm wideOnly 60 mm installation depth,  11.2 mm wide    
Can be installed in economical standard terminal boxes 
 

• Galvanic isolation across input and outputGalvanic isolation across input and outputGalvanic isolation across input and outputGalvanic isolation across input and output    
Protection against erroneous measurements due to 
parasitic voltages or ground loops 
 

• High reliability and longHigh reliability and longHigh reliability and longHigh reliability and long----term stabilityterm stabilityterm stabilityterm stability    
New APT technology for signal processing 
 

• Protective Separation acc. to EN 61140Protective Separation acc. to EN 61140Protective Separation acc. to EN 61140Protective Separation acc. to EN 61140    
Protects service personnel and downstream devices 
against impermissibly high voltage 

 

• No power supply requiredNo power supply requiredNo power supply requiredNo power supply required    
Saving costs since wiring is reduced and line influences 
are omitted 
 

• 5 Years Warranty5 Years Warranty5 Years Warranty5 Years Warranty 
  

Block diagram 

 




